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of planting was simply to chop up the stolons as though preparing 
them for planting a new green, and scattering them over the old turf 
without disturbing the turf at all, and then rolling and topdressing 
with about one cubic yard of compost to 2,000 square feet of green. 
This was then rolled again lightly and watered sufficiently to get the 
topdressing and stolons thoroughly moist. After that no special at
tention was given these plots. They were watered and mowed just 
as all the other plots in the garden, and by May, 1924, each of these 
plots showed a solid turf of the grass planted on it in this way, and 
hardly a blade of the old grass could be found. In this particular 
case the turf was in playable condition continuously except four or 
five days following the planting. 

Since that time a number of plots of various grasses have been 
converted to bent turf in this way, except that in some instances the 
surface of the old plot was scarified by raking lightly with an iron-
tooth garden rake before the stolons were applied, and in most cases 
the plots have been given more special care than the first plots were 
given; that is, they have been watered as frequently as was found 
necessary to keep the surface moist at all times until the stolons had 
become rooted and started growing. This usually requires about 
two weeks time, and during that time the turf is not in condition to 
be played on, owing to continuous watering. At the end of this pe
riod the greens should be topdressed lightly and after that they are 
ready for play. 

There appears to be no reason why clubs should not use this 
method successfully in renovating turf on putting greens, and if it 
does prove to be successful in this way it means a great saving in 
time and money. It has actually been used with success by some 
clubs; but the greens were put out of play two weeks during the 
process. 

A Machine for Spraying Liquid Solution 
In the accompanying 

illustration is shown a ma
chine designed for apply
ing solutions to turf by 
means of a combined tank 
and sprayer. The sprayer 
runs with water pressure, 
effecting a uniform mix
ture of the solution in the 
water. It may be used for 
applying chemicals of any 
kind. The capacity of the 
tank is 15 gallons, this be
ing sufficient ammonium 
sulfate for six or seven 
putting greens. The light 
wagon on which the ma
chine is mounted makes it 
easy for two men to move 
it from green to green. Hydraulic Sprayer 


